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(v) During an emergency, the emer-
gency coordinator must take all rea-
sonable measures necessary to ensure 
that fires, explosions, and releases do 
not occur, recur, or spread to other 
used oil or hazardous waste at the fa-
cility. These measures must include, 
where applicable, stopping processes 
and operation, collecting and con-
taining released used oil, and removing 
or isolating containers. 

(vi) If the facility stops operation in 
response to a fire, explosion, or release, 
the emergency coordinator must mon-
itor for leaks, pressure buildup, gas 
generation, or ruptures in valves, 
pipes, or other equipment, wherever 
this is appropriate. 

(vii) Immediately after an emer-
gency, the emergency coordinator 
must provide for recycling, storing, or 
disposing of recovered used oil, con-
taminated soil or surface water, or any 
other material that results from a re-
lease, fire, or explosion at the facility. 

(viii) The emergency coordinator 
must ensure that, in the affected 
area(s) of the facility: 

(A) No waste or used oil that may be 
incompatible with the released mate-
rial is recycled, treated, stored, or dis-
posed of until cleanup procedures are 
completed; and 

(B) All emergency equipment listed 
in the contingency plan is cleaned and 
fit for its intended use before oper-
ations are resumed. 

(C) The owner or operator must no-
tify the Regional Administrator, and 
appropriate State and local authorities 
that the facility is in compliance with 
paragraphs (b)(6)(viii)(A) and (B) of this 
section before operations are resumed 
in the affected area(s) of the facility. 

(ix) The owner or operator must note 
in the operating record the time, date 
and details of any incident that re-
quires implementing the contingency 
plan. Within 15 days after the incident, 
he must submit a written report on the 
incident to the Regional Adminis-
trator. The report must include: 

(A) Name, address, and telephone 
number of the owner or operator; 

(B) Name, address, and telephone 
number of the facility; 

(C) Date, time, and type of incident 
(e.g., fire, explosion); 

(D) Name and quantity of material(s) 
involved; 

(E) The extent of injuries, if any; 
(F) An assessment of actual or poten-

tial hazards to human health or the en-
vironment, where this is applicable; 

(G) Estimated quantity and disposi-
tion of recovered material that re-
sulted from the incident. 

[57 FR 41612, Sept. 10, 1992, as amended at 58 
FR 26426, May 3, 1993] 

§ 279.53 Rebuttable presumption for 
used oil. 

(a) To ensure that used oil managed 
at a processing/re-refining facility is 
not hazardous waste under the rebut-
table presumption of § 279.10(b)(1)(ii), 
the owner or operator of a used oil 
processing/re-refining facility must de-
termine whether the total halogen con-
tent of used oil managed at the facility 
is above or below 1,000 ppm. 

(b) The owner or operator must make 
this determination by: 

(1) Testing the used oil; or 
(2) Applying knowledge of the halo-

gen content of the used oil in light of 
the materials or processes used. 

(c) If the used oil contains greater 
than or equal to 1,000 ppm total 
halogens, it is presumed to be a haz-
ardous waste because it has been mixed 
with halogenated hazardous waste list-
ed in subpart D of part 261 of this chap-
ter. The owner or operator may rebut 
the presumption by demonstrating 
that the used oil does not contain haz-
ardous waste (for example, by using an 
analytical method from SW–846, Edi-
tion III, to show that the used oil does 
not contain significant concentrations 
of halogenated hazardous constituents 
listed in appendix VIII of part 261 of 
this chapter). EPA Publication SW–846, 
Third Edition, is available from the 
Government Printing Office, Super-
intendent of Documents, P.O. Box 
371954, Pittsburgh PA 15250–7954, (202) 
512–1800 (document number 955–001– 
00000–1). 

(1) The rebuttable presumption does 
not apply to metalworking oils/fluids 
containing chlorinated paraffins, if 
they are processed, through a tolling 
agreement, to reclaim metalworking 
oils/fluids. The presumption does apply 
to metalworking oils/fluids if such oils/ 
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fluids are recycled in any other man-
ner, or disposed. 

(2) The rebuttable presumption does 
not apply to used oils contaminated 
with chlorofluorocarbons (CFCs) re-
moved from refrigeration units where 
the CFCs are destined for reclamation. 
The rebuttable presumption does apply 
to used oils contaminated with CFCs 
that have been mixed with used oil 
from sources other than refrigeration 
units. 

[57 FR 41612, Sept. 10, 1992, as amended at 59 
FR 10560, Mar. 4, 1994] 

§ 279.54 Used oil management. 
Used oil processor/re-refiners are sub-

ject to all applicable Spill Prevention, 
Control and Countermeasures (40 CFR 
part 112) in addition to the require-
ments of this subpart. Used oil proc-
essors/re-refiners are also subject to 
the Underground Storage Tank (40 CFR 
part 280) standards for used oil stored 
in underground tanks whether or not 
the used oil exhibits any characteris-
tics of hazardous waste, in addition to 
the requirements of this subpart. 

(a) Management units. Used oil proc-
essors/re-refiners may not store used 
oil in units other than tanks, con-
tainers, or units subject to regulation 
under part 264 or 265 of this chapter. 

(b) Condition of units. Containers and 
aboveground tanks used to store or 
process used oil at processing and re- 
refining facilities must be: 

(1) In good condition (no severe rust-
ing, apparent structural defects or de-
terioration); and 

(2) Not leaking (no visible leaks). 
(c) Secondary containment for con-

tainers. Containers used to store or 
process used oil at processing and re- 
refining facilities must be equipped 
with a secondary containment system. 

(1) The secondary containment sys-
tem must consist of, at a minimum: 

(i) Dikes, berms or retaining walls; 
and 

(ii) A floor. The floor must cover the 
entire area within the dike, berm, or 
retaining wall; or 

(iii) An equivalent secondary con-
tainment system. 

(2) The entire containment system, 
including walls and floor, must be suf-
ficiently impervious to used oil to pre-
vent any used oil released into the con-

tainment system from migrating out of 
the system to the soil, groundwater, or 
surface water. 

(d) Secondary containment for existing 
aboveground tanks. Existing above-
ground tanks used to store or process 
used oil at processing and re-refining 
facilities must be equipped with a sec-
ondary containment system. 

(1) The secondary containment sys-
tem must consist of, at a minimum: 

(i) Dikes, berms or retaining walls; 
and 

(ii) A floor. The floor must cover the 
entire area within the dike, berm, or 
retaining wall except areas where ex-
isting portions of the tank meet the 
ground; or 

(iii) An equivalent secondary con-
tainment system. 

(2) The entire containment system, 
including walls and floor, must be suf-
ficiently impervious to used oil to pre-
vent any used oil released into the con-
tainment system from migrating out of 
the system to the soil, groundwater, or 
surface water. 

(e) Secondary containment for new 
aboveground tanks. New aboveground 
tanks used to store or process used oil 
at processing and re-refining facilities 
must be equipped with a secondary 
containment system. 

(1) The secondary containment sys-
tem must consist of, at a minimum: 

(i) Dikes, berms or retaining walls; 
and 

(ii) A floor. The floor must cover the 
entire area within the dike, berm, or 
retaining wall; or 

(iii) An equivalent secondary con-
tainment system. 

(2) The entire containment system, 
including walls and floor, must be suf-
ficiently impervious to used oil to pre-
vent any used oil released into the con-
tainment system from migrating out of 
the system to the soil, groundwater, or 
surface water. 

(f) Labels. (1) Containers and above-
ground tanks used to store or process 
used oil at processing and re-refining 
facilities must be labeled or marked 
clearly with the words ‘‘Used Oil.’’ 

(2) Fill pipes used to transfer used oil 
into underground storage tanks at 
processing and re-refining facilities 
must be labeled or marked clearly with 
the words ‘‘Used Oil.’’ 
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